
TIS SATURN 40 INTERFACE
SMART WALL PANEL

KEY BENEFITS
Works with TIS BUS & TIS AIR networks
Brings control of home components under one 
single hub
Nice control dashboard with attractive graphics

Fits in UK standard junction boxes

KEY FEATURES 
Touch panel, compatible with other TIS devices

Built-in relays for lighting control

Capable of scene creation if used for lighting

Built-in speaker and microphone

Data Sheet Rev 3.1 Model: TIS-SAT40

The Saturn 40 features a wall-mount interface elegantly crafted for smart 
control over lights, AC, music, curtain, scenes, security, etc. This solution 
comes in black casing and glass screen. The square look of Saturn 40 along 
with nice icons and display make it ideal to upgrade a room’s aesthetics 
while enjoying smart technology.
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TIS SATURN 40 INTERFACE
SMART WALL PANEL
Model: TIS-SAT40

PRODUCT SPECIFICATIONS

General

Power AC 100-240V 50/60Hz or DC 24V
OS Android™ 8.1
CPU PX30 Quad Core Cortex-A35
Memory 2GB RAM + 8GB ROM
Sensors Light Sensor

Screen

Type Capacitive TP
TP Type G+F 5 points
LCD TFT
Size 4”
Resolution 480×480 pixels
Multitouch Yes, 5 points

Sound
Speaker 1W
Music play YES
Mic YES, Dual array microphone

Communications
BUS TIS-BUS
Wi-Fi 802.11b/g/n, 150Mbps 2.4G
Bluetooth BLE v4.2

Ports
Power L & N input
Relay 2 relays output (L1 & L2) <200W each
DC 24V DC 24V

Body

Dimensions(mm) 86mm×86mm×10mm (without back case)                                               
86mm×86mm×36.6mm (with back case)

Weight 210g
Color Black front glass, Black plastic frame & casing

Working conditions
Working temperature 0℃ - 40℃
Working humidity 5% - 90% RH
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